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ELPM – PLPM
HAND PALLET TRUCKS
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Specification data is based on VDI 2198 

ELPM – PLPM

TRUCK DIMENSIONS

2.1 Unladen Weight   kg

3.1 Tyres: rubber, polyurethane, Vulkolan® front / rear 
3.2 Tyre size, front 
3.4 Tyre size, rear 
3.5 Wheels, number front / rear 
3.6 Track width, front b10 (mm)
3.7 Track width, rear b11 (mm)

4.4  Lift Height h3 (mm)
4.9 Height of tiller arm in working position h14 (mm)
4.15 Height, lowered h13 (mm)
4.19 Overall length l1 (mm)
4.20 Length to face forks l2 (mm)
4.21 Overall width b1/b2 (mm)
4.22 Fork dimensions s/e/l (mm)
4.25 Outside fork width b5 (mm)
4.32 Ground clearance, centre of wheel base m2 (mm)
4.33 Load dimension b12 × l6 crossways b12 × l6 (mm)
4.34 Aisle width with pallets Ast (mm)
4.35 Turning radius Wa (mm)

    1.1
  ELPM - PLPM  1.2
  Manual  1.3
  Manual + Tiller  1.4
  2.5  1.5
  600  1.6
  985  1.8
  1215  1.9

 Rubber  PU  Nylon 3.1
  200x50  3.2
  80 x 93 or 80 x 70  3.4
  2/2 or 2/4  3.5
  180  3.6
  435  3.7

HYSTER

  76  2.1

  200  4.4
  1225  4.9
  85  4.15
  1560  4.19
  410  4.20
 520  685 4.21
 50 1560  1150 4.22
 520  685 4.25
  30  4.32
  1548  4.33
  1748  4.34
  210  4.35
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DIMENSIONS

HYSTER EUROPE 
Scheepvaartweg 8-10, 6541 CV Nijmegen, The Netherlands
Tel: +31 (0) 24 374 2666

HYSTER-YALE NEDERLAND B.V. trading as Hyster Europe. Corporate seat: Nijmegen, The Netherlands.  

Company Registration number (KvK): 10011311

HYSTER,  and FORTENS are registered trademarks in the European Union and certain other jurisdictions.  

MONOTROL is a registered trademark, and DURAMATCH and  are trademarks in the United States and in certain other jurisdictions.

Hyster products are subject to change without notice. Lift trucks illustrated may feature optional equipment.

Printed in The Netherlands. Part number: 3990825  Rev. 00-05/16-TLC

1.1 Manufacturer (abbreviation) 
1.2 Manufacturer’s type designation 
1.3 Drive: electric (battery or mains), diesel, petrol, fuel gas 
1.4 Operator type: hand, pedestrian, standing, seated, order-picker 
1.5 Rated capacity/Rated load Q (t)
1.6 Load centre distance c (mm)
1.8 Load distance, centre of drive axle to fork x (mm)
1.9 Wheelbase y (mm)


